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SEALS TO SUIT JABSCO PUMPS

PARTS ⊲ Suits Jabsco 'Pureflo' 24 Series

H80/JB24 is designed to re-
place the mechanical seals in 
Jabsco's 24 Series lobe pumps.

Seals are designed to be direct 
replacements for original parts.  
Available in unpinned, pinned or 
hard face material options

A O-ring
B Stationary
C Inserted Rotary Face
D Wave-spring Rotary

PUMP COMPATIBILITY

Suits Jabsco - Pureflo 24 Series Lobe Pumps

16mm
Range: S2
Models:  24950
Seal:  SP6080-0468, SP6080-0434
Kit: -

30mm
Range: A1, A2
Models:  24000, 26000, 24050, 26050
Seal:  SP6080-0422, SP6080-0381, SP6080-0389
Kit: 24070-0008B, 24070-0003B, 24070-0002B

38mm
Range: B1, B2
Models:  24100, 26100, 24150, 26150
Seal:  SP6080-0423, SP6080-0382, SP6080-0390
Kit: 24070-0108B, 24070-0103B, 24070-0102B

55mm
Range: C1, C2
Models:  24200, 26200, 24250, 26250
Seal:  SP6080-0424, SP6080-0383, SP6080-0391
Kit: 24070-0208B, 24070-0203B, 24070-0202B

63mm
Range: D1, D2
Models:  24300, 26300, 24350
Seal:  SP6080-0425, SP6080-0384, SP6080-0392
Kit: 24070-0308B, 24070-0303B, 24070-0302B

H80/JB24 'JABSCO PUREFLO - 24 SERIES LOBE PUMP'

SPECIFICATION SHEET

 ⊲ Materials - Code 8

Rotary: CAB inserted
Seat: 316 S.S. pinned
Elastomer: N (original), V or EP
Metal Parts: 316 S.S.

 ⊲ Materials - Code 3

Rotary: 316S.S. solid
Seat: CAB unpinned
Elastomer: N (original), V or EP
Metal Parts: 316 S.S.

 ⊲ Materials - Code 2

Rotary: TC solid
Seat: TC solid, pinned
Elastomer: N (original), V or EP
Metal Parts: 316 S.S.


